L20/570
570 HIGH SPEED DOORS

Rapid Roll or Rapid Fold Doors  offer a method of considerably decreasing heat loss or retaining chilled air in environments where this is important.

Doors are available for factory, chilled or freezer room, clean room or retail environments.

They typically operate at opening speeds of approximately 1.0 m/second.

They are especially useful on openings subject to heavy vehicular traffic.

They can be used on internal or external openings, either fitted directly to the opening or behind a rolling shutter or sectional overhead door. They are a more expensive option to plastic strip curtains but do ensure the opening is fully free of any impediment to vision when open.

The curtain is usually made from a polyester woven material, which ensures high strength and is available in a range of colours.

The frame is supplied galvanised with the option of powder coated or stainless steel.

One row of vision panels is standard with the option of additional rows.

The door can be operated by many means with the standard being push buttons mounted on the control panel lid.

Other methods include radio control, floor mounted induction loop(s), pull cord(s), radar(s) or photo beam(s). A combination of these methods can also be used.

PIC 50 Rapid Fold Doors available up to 8000mm wide x 6000mm high. (Larger sizes can be accommodated subject to location).

Suitable for external or internal positions.

PIC 75 all as PIC 50 but with front mounted motor for when used in between walls. Available up to 6000mm wide x 5000mm high.

PAL 150 Rapid Roll Doors available up to 6000mm wide x 5000mm high. Suitable for external and internal positions. 

PAT 100 Rapid Roll Door available up to 4000mm wide x 5000mm high. Door can include anti crash or self-repairing facility. Suitable for external or internal positions.

STAR 250 Rapid Roll Door available up to 4000mm wide x 5000mm high. Motor is fully enclosed within door frame. Available with anti crash. Suitable for internal openings.

REKORD 400 Rapid Roll Door available up to 3000mm wide x 3000mm high with self-repairing facility. Suitable for internal positions only.

REKORD 600 Rapid Roll Door available up to 3000mm wide x 3000mm high with self-repairing facility. All as REKORD 400 but with front mounted motor for when fitting between walls.


Supplier: Syston Doors

Product reference:

PIC 50 Rapid Fold Door

PAL 150 Rapid Roll Door

PAT 100 Rapid Roll Door

STAR 250 Rapid Roll Door

REKORD 400 Rapid Roll Door

REKORD 600 Rapid Roll Door

Drawing reference(s):

Fixing arrangement:

Fitted direct to structure

Fitted behind rolling shutter/sectional door

Method of operation:

Push buttons on control panel

Radio control

Induction loop(s)

Radar(s)

Pull cord(s)

Finish to frame:

Galvanised

Powder coated

Stainless steel

Curtain colour:

Vision panels:

Other requirements:



