L20/610 
610 FLAMESHIELD ELECTRIC FIRE SHUTTER

Fire shutters are used to segregate one area from another.

They are available with different time ratings to suit the opening concerned.

They are supplied with a galvanised or powder coated finish.

Vision panels, wicket gates, rubber sealing strips are not available on fire rated rolling shutters.

Fire shutters include a hood (coil casing)

They can close automatically on either a fuse link following a local fire or via a fire alarm link (solenoid).

Flameshield 120 uses a tube motor and is designed for serveries and smaller doorway openings with a fire resistance up to 2 hours (120 minutes).

Flameshield 240 uses a traditional ‘outboard’ motor and is designed for larger openings up to 7000mm wide x 7000mm high with a fire resistance up to 4 hours (240 minutes). Larger openings can be catered for.

Flameshield 240 can include a solenoid with fuse link back up. Flameshield 120 can only have a fuse link or solenoid link, not both.


Manufacturer: Syston Doors

Product reference: Flameshield 120

                               Flameshield 240

Performance:

30, 60, 120, 240 minutes

Fixing arrangement:

Face fitting

Fitting within the reveals

One side face, other side fit within

Finish:

Galvanised

Powder coated

Operation:

Electrical with push button station

Electrical with key switch

Fire activation:

Fusible link

Solenoid release link to fire alarm

Other requirements:

Fascia

Syston Doors Tel 0116 260 8841


