L20/610
610 INSULATED ROLLING SHUTTER

The Thermaroll is an insulated rolling shutter.

Doors can be supplied up to 7000mm wide x 7000mm high. Larger sizes can be accommodated.

It is designed for face fitting to the opening. Fit within can be accommodated.

Standard operation is by a 3 phase electric ‘direct drive’ motor turning a maintenance free unsprung roller with low level push button controls with ‘deadman’ (hold to run) control. The motor includes a hand chain manual override.

Impulse control (press and release button) is available with the necessary safety devices fitted. )Safety edge if closing simply on the single press of the button, safety edge and photo cell if closing on automatic timer).

Other methods of operation such as radio control, radar, induction loop, timer to close are available.

The double skinned steel laths are 100mm high.

A hood (coil casing) is optional.

Standard finish is galvanised to both faces of the curtain and side guides.

The curtain can be finished to one or both sides in the full range of HP200 Plastisol colours or powder coated to standard BS/RAL colours. (Scuffing can occur to the internal face of powder coated curtains)

The side guides and hood can be powder coated. 

Double glazed acrylic vision panels (200mm x 45mm) can be included.

The side guides include a brush sealing strip to both faces. A 100mm brush lintel seal is also included.

A wicket gate can be included on doors above 2300mm clear high and less than 5000mm clear wide.

The actions of the direct drive motor and the twin skinned lath effectively ‘lock’ the curtain down.

Thermaroll 550 with 550mm/second operation also available.

  
Supplier: Syston Doors

Product reference: Thermaroll

Performance: U=0.70 w/m2/0c

Fixing arrangement:

Face fit 

Fit within

Finish:

Shutter curtain:

Galvanised to both sides

Plastisol finish to one side

Plastisol finish to both sides

Powder coated finish to external face

Guides:

Galvanised

Powder coated finish

Hood:

Galvanised

Plastisol

Powder coated

Operation:

Electric with push buttons

Electric with key switch

Vision panels:

Other requirements:



