L20/610
610 ‘PUNCHED’ ALUMINIUM ROLLING SHUTTERS

Punched, Perforated or Punched/Perforated & Glazed aluminium rolling shutters are used to close off serveries, reception hatches, back bars, windows and doorways.

They are available in different styles. 

Vision 38 (38mm curved lath)

Vision 90 (90mm flat faced lath)

The curtain and side guides are aluminium.

Locking:

By key lock to manual Vision 38 and Vision 90.

A key lock is optional on electric Vision 38 and Vision 90. Electric C38 include a drive down auto lock.

A hood (coil casing) is supplied as standard on Vision 38. Available at extra cost on Vision 90.

Finishes:

Vision 38 includes white or brown powder coated finish as standard. Other colours available at extra cost.

Vision 90 is available with silver anodised finish and powder coated finish.

Vision 38 is available with punched, punched and glazed, and perforated laths. 

Vision 38 slots are 100mm x 20mm.

Vision 90 is available with punched or punched & glazed laths. 

Vision 90 slots are 145mm x 45mm or 260mm x 45mm.

Vision 90 is also available with 50mm punched round holes.

Operation can be push up/pull down (self coiling) or electric. Hand crank operation is also available on Vision 38 up to certain sizes.


Manufacturer/Supplier: Syston Doors

Product reference:

Vision 38

Vision 90

Pattern:

Punched laths Brickbond

Punched laths In-Line

Punched & Glazed laths Brickbond

Punched & Glazed laths In-Line

Perforated

Perforated & Glazed

50mm punched round holes (Vision 90 only)

Arrangement:

Face fit

Fitting within the reveals

One side face fit. Other side fit within

Finish:

Silver Anodised (Vision 90 only)

Powder Coated

Operation:

Hand crank (C38 only)

Push Up/Pull Down

Electrical with rocker switch

Electrical with key switch

Ironmongery:

Key Lock

Other requirements:

Hood (Included on Vision 38)

Fascia (Included on Vision 38)

