L20/610
610 UNINSULATED STEEL ROLLING SHUTTER

Uninsulated steel rolling shutters can be used for many applications in commercial, industrial and retail buildings.

Shutters can be manual (push up/pull down), hand chain or electrically operated.

Electric operation can be by single phase tube motor which is suitable for shop fronts, serveries, windows and pedestrian doorways or 3 phase (and single phase) ‘flange’ motors for industrial openings.

They can be made to ‘face fit’ or ‘fit within’ the opening. 

Push up operation is only recommended up to 2500mm clear wide x 2500mm clear high, and hand chain up to 5500mm clear wide x 5500mm clear high. Electric shutters are available up to 8000mm clear wide x 8000mm clear high. Larger openings can be accommodated subject to the opening location.

Smaller shutters, up to 3000mm wide x 3000mm high can use 50mm flat faced laths, shutters over this size use 75mm traditional ‘curly’ laths.

Perforated and punched laths are available for where vision is required.

Locking:

Push up shutters can include shoot bolts to the bottom rail, key lock to the bottom rail and guide mounted ‘bullet’ locks.

Hand chain operated shutters as standard include a chain lock keep mounted on one side guide. Shoot bolts can be included to the bottom rail.

Electric shutters as standard do not include locking devices. Shoot bolts, bottom rail key locks and guide ‘bullet’ locks can be fitted, with a suitable interlock switch to prevent the shutter being operated whilst locked.

Wicket gates can be included in shutters over 2300mm clear high and below 5000mm clear wide. Above this width and the curtain is weakened due to the wicket gate.

Standard wicket gates have a step over the bottom of approximately 150mm. 

Standard electric control is by ‘deadman’ (hold to run). Radio control, induction loop, radar and other controls are available.

Safety devices must be included if impulse controlled (press to run) or automatic timed closing is used. Safety edge if only press close to run, safety edge and safety photo beam if automatic timed closing.

A hood and/or fascia (coil casing) is optional.

Standard finish is galvanised. 

Powder coated finish in a range of BS/RAL colours is available.

The curtain can be finished to one side in a range of HP200 Plastisol colours.

Side guide brush strips, lintel brush strips and bottom rubber seals are available.

Wind end locks can be fitted to reduce the risk of shutters being blown in/out. These would normally be fitted to shutters over 5000mm wide or less if in exposed areas.


Supplier: Syston Doors

Product reference: Steel uninsulated rolling shutter

Fixing arrangement:

Face fit

Fit within

Finish:

Hood/Fascia:

Shutter curtain:

Galvanised

HP200 Plastisol

Powder coated

Guides:

Galvanised

HP200 Plastisol

Hood/Fascia:

Galvanised

Powder coated

Operation:

Push up/Pull down

Hand chain

Electric:

Single phase tube motor

3 phase flange’ motor

Single phase ‘flange’ motor

Ironmongery:

Shoot bolts

Key lock

Other requirements:

Rubber bottom seal

Lintel brush seal

Guide brush seals

Safety edge

Safety photo beam 

